
R e g u la to ry  C o m p lia n c e : 
CE

P o w e r In p u t: 5 to 24 VDC 
In te rn a l B a tte ry : 20 Ah

C o m m u n ic a tio n  &  R e m o te  M a n a g e m e n t:
LTE-M or NB-IoT (Nano SIM)
Sensorbee Cloud (LwM2M 1.1)

E x te rn a l S e n s o r C o n n e c to rs :
M8 conn. for Sensorbee Provided sensors 
Can be modified to have up to 4
connectors for Sensorbee sensors

D im e n s io n s ,  W e ig h t &  M a te ria l:
145 x 200 x 80 mm,  1.9 kg,
Polyamide

P a rtic le  S e n s o r M o d u le : (S B 4 10 2 ): 
T y p e  : Optical particle counter 
M a s s  s iz e  R a n g e : PM1, PM2.5, PM10 
N u m b e r s iz e  R a n g e : PM1, PM2.5, PM10 

E n v iro S e n s e  S e n s o r M o d u le  (S B 4 5 0 2 ): 
H u m id ity : 0  to 100 %RH,  15 to 55 °C: ± 1.0 %RH 
 P re s s u re : 300 to 1250 hPa ± 0.5 hPa
T e m p e ra tu re : –20 to 50 °C: ± 0.2 °C

M o u n tin g : 
Pole/W all mounting bracket

M o d u le s  S u p p o rte d : 
6 Sensorbee gas modules (not included)
Sound Level Meter (not included)

O p e ra tin g  T e m p e ra tu re  &  H u m id ity :
(Recommended) -20 to +60 °C,
0 to 99 %RH

S e n s o rb e e  
P ro 2  M u lti-S e n s o r M o n ito rin g  
S ta tio n  M C E R T S

Built to meet the stringent standards set by the Environment Agency,  its MCERTS certification
ensures every reading is traceable and defensible —  making it the trusted choice for compliance
monitoring,  planning applications,  and enforcement programmes.

S B 8 2 0 2  - A ir P ro  2  C e llu la r M C E R T S  

(5V / 12V support)

IN C L U D E D  M O D U L E S  :

M C E R T S  C o m p a tib le  c a lib ra tio n : 
Particle Matter Module is
individually 3-point-calibrated, and
shipped with its own calibration
certificate.

Enquiries - Monitoring@NTSafety.com Or call Patrick Hughes +44(0)7455 672401


